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FILE NAME

lllinois Department
of Transportation

Division of Highways
Applied Geascience, I,

ROUTE FAP 870 (IL. 53 DESCRIPTION

SOIL BORING LOG

Over the East Branch of the DuPage River.

Date

1 of 2

12018007

LOGGED BY Kabir Ahmad

SECTION 533X LOCATION _, SEC. 13. TWP. 39 N, RNG. 10 E
COUNTY DuPage DRILLING METHOD Mud Rotary HAMMER TYPE CME Automatic
022-0181 (prop.)
STRUCT. NO. __022-0077 (exist. D} B | U | M | syrface Water Elev, N DI B U M
Station Bl L | C| O steamBedElev. £ (E|L}ctlo
Pl O s 1 Pl O $ I
BORING NO. B-1 T w S || Groundwater Etev.: Tl w s
Station 915+95 H| S | Qui T FirstEncounter 6708 #Y |H| S |Qu| T
Offset 18.00ft Rt. . Upon Completion ft .
Ground Surface Elev, __687.30__ ft [(f)| (8"} (tsT) | (%) | Agfter Hrs. it |(f)] 8] (tsf) | (%)
6" Asphalt over crushed stone | Silty loam, some stone, gray, wet, _
58620 | dense (continued) 66630 |
Peat and topsoil, some silty clay, 4 Fine to coarse sand and fine gravel, 5
dark gray, medium dense 5 40.0 || gray, wet, medium dense [ 12.0
7 1
684.30 64.30
Silty clay, trace roots, brown, gray, Silty clay, some stones, gray, stiff
and some dark gray, very stiff 1 4 - a
|6 24.0 | 6 |11 {220
o 8 a7 P
681.30 ]
Peat and topsoil, dark gray, stiff 4 4
5 | 1.6 540 5 112210
8 P 7 B
679.30 659.30
Silty clay and fine stone, some Fine to coarse sand and fine gravel,
sand, dark brown, very stiff 1 4 gray, wet, medium dense 1 s
I 24 1120 14 20.0
67730 10 5 | P 30/ 6
Silty clay, some sand, dark gray,
wet, medium stiff ] ]
— 5 -
8 06 [44.0
T8 P ]
674.30 —
Fine to coarse sand and silty clay,
gray, wet, medium dense 1 4 1 5
1 5.6 T
a5 9 38| 9
671.30 N _‘“
Silt, gray, wet v 5
B 7 230 650,30
9 Fine to coarse sand and gravel,
669.30 gray, wet, medium dense 7
Silty loam, some stone, gray, wet,
dense 12 7 s
| 23 [161260 7 9.0
20| 25 P a0 9

The U fined C

{UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
06)

The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T2

BBS, from 137 (Rev. 8-99)

lllinois Department
of Transportation

Division of Highways
Applied GeoScience, Inc.

Page 2 of 2

SOIL BORING LOG

Date __12/18/07

ROUTE FAP 870 (IL 53) DESCRIPTION ____Over the East Branch of the DuPage River LOGGED BY Kabir Ahmad
SECTION 533X LOCATION SEC. 13. TWP. 3 N, RNG. 10 E
COUNTY DuPage DRILLING METHOD Mud Rotary HAMMER TYPE CME Automatic
022-0181 (prop.)
STRUCT. NO. __ 022-0077 (exist.) D| B | U | M lsyrace Water Elev. o
Station El L | €1 O | stream Bed Elev. ft
P| O 8 !
BORING NO. B-1 T|w S || Groundwater Elev.:
Station 915+95 Hi 8 | Qui T || First Encounter 708 ¥
Offset 18.00ft Upon Completion ft
Ground Surface Elev. __ 687.30 _ ft [(ft)} (/8") | {ts) | (%) || After Hrs. ft
Fine to coarse sand and gravel,
gray, wet, medium dense 7
(continued) —
645.30
Fine gravel, gray, wet, dense |
125
40 6.0
5 25
53930 |
Weathered limestone, gray, wet,
dense ] 40
] 35 9.0
637.30 .50 37
End of Boring ]
—]
-85,
20

The L ¢

{(UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)

illinois Department
of Transportation

Division of Highways
Applied GeaScience, Inc

SOIL BORING LOG

Date _ 12/18/07

ROUTE FAP 870 (1. 53 DESCRIPTION Qver the East Branch of the DuPage River. LOGGED BY Kabir Ahmad
SECTION 533X LOCATION _, SEC. 13. TWP. 39 N, RNG. 10 E
COUNTY ___ DuPage _ DRILLING METHOD Mud Rotary HAMMER TYPE CME Automatic
022-0181 (prop.)
STRUCT.NG. _ 0220077 (exist) = |P| B | U | M |SufaceWaterElev. _______# |B| B | U | M
Station El LY C\ OV streamBedElev. 1t EfL|C|O
Pl C 8 1 P| O s i
BORNGNO. B2 = |T|W S || Groundwater Elev.: Tw s
Station 916+19 HI| S | Qu| T | FirstEncounter 5760 #¥ |H| 8 jQu} T
Offset 44.00ft Rt. Upon Completion _____ ft
Ground Surface Elev. _ 682.00  ft |(ft)| (8") | {tsf) | (%) || After Hrs, o [(ft)] (8") ] (tsf) | (%)
Silty clay and topsoil, dark brown, Silty clay, frace sand and stone,
stiff — gray, stiff {continued)
2 Silty ¢l ay, some stones, gray, stiff to 5
3 16 | 15.0 || very stiff 17 12 112.0
4 | P T |28
679.00 ]
Silty clay, some stone, dark brown,
wet, stiff - 3 -5
| 418|170 | 8 ]347]80
L 67700 5| 5 | P 250 10| 8
Siity clay and sand, trace wood,
dark gray, medium dense !“ 656.00
N 5 Weathered limestone, silty sand, 26
E 16.0 || some clay, gray, wet, dense 36 8.0
7 T s
674.00 854.00
Fine to coarse sand and silty clay, Fine gravel, some coarse sand,
some stone, dark gray, wet, ™ 4 gray, wet, dense 1 35
medium dense G 10 18 80
0l 7 .30 18
671.00 ]
Fine gravel, some stone, gray, wet, &
medium dense 8 7.0 65000
12 Fine gravel and coarse sand, gray,
wet, dense -7
110 | e
18 10.0 G 8.0
el 12 a8 14
666.00 ]
Silty clay, trace sand and stone, 5
gray, stiff 7 [ 14 [200 645,00
11 P Weathered limestone, silt and
stone, light gray, wet, dense ]
1 "l
_| 6 121120 3 0.0
ol 8| B j 44
The U (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)

The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)
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